The low-mass loading gas cyclone separator has two performance parameters, the pressure drop and the collection efficiency (cut-off diameter). In this paper, a multi-objective optimization study of a gas cyclone separator has been performed using the response surface methodology (RSM) and CFD data. The effects of the inlet height, the inlet width, the vortex finder diameter and the cyclone total height on the cyclone performance have been investigated. The analysis of design of experiment shows a strong interaction between the inlet dimensions and the vortex finder diameter. No interaction between the cyclone height and the other three factors was observed. The desirability function approach has been used for the multi-objective optimization. A new set of geometrical ratios (design) has been obtained to achieve the best performance. A numerical comparison between the new design and the Stairmand design confirms the superior performance of the new design. As an alternative approach for applying RSM as a meta-model, two radial basis function neural networks (RBFNNs) have been used. Furthermore, the genetic algorithms technique has been used instead of the desirability function approach. A multi-objective optimization study using NSGA-II technique has been performed to obtain the Pareto front for the best performance cyclone separator.
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Introduction
Gas cyclones are widely used gas-solid separators using centrifugal forces. Cyclones are popular because of economy, simplicity in construction and adaptability to a wide range of operating conditions [1] . Reversed flow cyclones with a tangential inlet are the most common cyclone design as shown in Fig. 1 . It consists of seven main geometrical parameters: inlet section height a and width b, cylinder height h, cyclone total height H t , dust exit diameter (cone tip diameter) B c , gas outlet diameter (also, called vortex finder diameter) D x and vortex finder length S. All these parameters always given as a ratio of the cyclone body diameter D. It is generally known that these seven dimensions characterize the collection efficiency (cut-off diameter) and pressure drop of the cyclone separator [1] [2] [3] .
Performance parameters
The cyclone performance is characterized by two parameters: the pressure drop and the collection efficiency. For low mass loading cyclone separators, the collection efficiency can be represented by the cut-off diameter (the particle diameter 
